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Adult Assembly Required due 
to the presence of small parts 
and sharp edges
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Sensory Tray Stand (continued)
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Assembly Instructions
1.	 Select one Side Frame (A), two Long Tubes (B), 8 Rubber Washers (C), and the Shelf (D)

2.	 Place a Rubber Washer between the Side Frame and Long Tube so the concave (curved) part is next to 
the Side Frame. Use the Allen Wrench (M) and Round Head Screws (H) to screw these pieces together.

3.	 Place Rubber Washers between the Side Frame and Shelf so the concave (curved) part is next to the 
Side Frame. Use the Allen Wrench and Round Head Screws (H) to screw these pieces together.

4.	 Repeat on the opposite side so both Side Frames are screwed into the Long Tube and Shelf.

5.	 Attach a Corner Bracket (E) to the underside of the stand at each corner. Insert Screws (I) from the 
outside of the frame. Insert Screws (J) from the top of the shelf tube. Add a Dome Nut (K) to the end of 
each screw and tighten with the Hex Wrench to firmly fasten the Corner Bracket to the frame.

6.	 Insert the Casters (G) into the bottom of each Adjustable Leg (F). Tighten with the large Hex Wrench (L).

7.	 Insert the Adjustable Legs into the Long Tubes so that the two Locking Casters are both on one side.

8.	 Adjust the legs to the desired height, insert the Sensory Trays, and have fun!
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